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1. Control Panel
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2. Function Instructions

CURRENCY

2.1 Touch-screen operation: Tap the desired currency to select it.

2.2 Button operation: short press [CUR] to show the currency selection
interface. Use the arrow keys [«] or[—] to choose the desired
currency, then press [CONFIRM] to save the setting.

the required currency, and press [CONFIRM] to save the setting.



3. BATCH Setting

On the touch-screen display, tap the batch zone to show the batch
setting interface.
Use the keypad to set the batch quantity, then click SAVE.
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4. ADD Setting

On the touch-screen display, tap the add zone to toggle the setting
ON and OFF.
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5. Query & Print the Counting Report

Long-press [REPORT] to show the counting report. Short-press
[PRINT] to print the report.
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6. MENU Setting

Click the MENU iconin the upperright of the display and enter the
password "1212".

MDC USD a3

MENU PASSWORD

: SORT ADD
BATCH:100 G OFE MANU

1,506 s

W e

Here settings can be adjusted and calibrations can be run as required
after service.
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1. Settings

2. QIS Calibration

3. IR Calibration

4. CIS ColorBalance
5. Version Infomation

6. Restore Factory Settings
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1. Hopper Adjustment

Adjust the feeding hopper gap when needed.
Turn it counter-clockwise to reduce friction and loosen the hopper..
Turn it clockwise toincrease friction and tighten the hopper.

(figure 2)

figure 2

8.Error Codes

Error code appears during power-on-self-test

Error code

Error location

Error cause

Error code

uv Err!

No UV calibration

Enter debug mode to calibrate

hopper ir Err!

start sensor

start sensor is covered

check whether there's dust on sensor, or covered

leftir sensor Err!

left IR sensor

left IR sensor is covered

check whether there's dust on sensor, or covered

right ir sensor Err! right sensor right IR sensor is covered check whether there's dust on sensor, or covered
middle ir sensor Errl | middle sensor middle IR sensoris covered | check whether there's dust on sensor, or covered
big mag Err! big magnetic head | two or more magnetic-pulses | check for notes in the counting channel
stacker ir Err! stacker sensor stacker sensor is covered
IR no calibration! No UV calibration enter debug mode to calibrate

check the speed sensor connection
encode ir Err! speed disk Signal abnormal check the motor running when machine power on

check whether the sensor signal is normal




Error code appears during the working
Error code Error cause
half note Suspicious bill detected by half-note system
uv Suspicious bill detected by UV system
MG Suspicious bill detected by MG system
double note | Suspicious bill detected by double notes system
long Bill too long
chain note chain notes detected
width Bill too short
angle slanted too much

9. Specifications

Ambient Temperature: 32 °F -104 °F (0°C -40°C )
Ambient Humidity: 25% - 80%

Feeding System: Roller Friction System

Hopper Capacity: 250 old bills or 300 new bills
Stacker Capacity: 200 old bills or 250 new bills
Size of Countable Bills: 50mm x 100mm - 100mm x 185mm
Power Source: 220V +10% / 50HZ

Power consumption: s75W

Dimension: 300x260x170mm

Net Weight: 6.5kg

Counting speed: 1,000 bills per minute
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